IBAILEIGH

Metal Lathe PL-1440E

Product Images

https://baileigh.com/catalog/product/view/id/92228/s/metal-lathe-pl-1440e/ 7/3/25



https://baileigh.com/catalog/product/view/id/92228/s/metal-lathe-pl-1440e/

Additional Information

Stock Number BA9-1016623
Distance Between Centers (In.) 40"

Input Power 220V / 1-phase
Lead Screw Diameter 0.866
Leadscrew Thread Pitch 4T.P.l.
Longitudinal Feeds Imperial Qty Speed .0012" -.0294"/rev.
Model Number PL-1440E-1.0
Nose Radius (In.) D1-4"

Number of Spindle Speeds 90 - 1800 rpm
Overall Dimensions (L x W x H) (In.) 76" x 30" x 61"
Prop 65 Cancer and Reproductive Harm
Quill Taper Morse #5
Shipping Dimensions (L x W x H) (In.) 79x44x63
Spindle Bore (In.) 1.5

Spindle Taper with Sleeve Morse #3
Swing Over Bed (In.) 14"

Swing Over Cross Slide (In.) 8.6"

Swing Through Gap (In.) 18.8

Table Length (In.) 40"

Tailstock Spindle Travel (In.) 472"

Taper in Tailstock Spindle 1.772"
Warranty 1 Year

Width of Bed (In.) 7.086"

Gross Weight 1465.0

Net weight 1465.0
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Threads Imperial Quality Speed (T.P.1.) 44 /1 4-112 T.P.I.

Threads Metric Quality Speed (mm pitch) 22/ .45-7.5 mm
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